


























































































































































































































Attachment 2

Attachment 2: Traffic Operations Analysis Methodology

The traffic operations analyses prepared for the alternatives analysis were based on the “Level of
Service” (LOS) determined for each roadway element (freeway mainline and ramps, signalized

and stop-controlled intersections, etc.).

The Highway Capacity Manual, published by the Transportation Research Board and used
nationwide, defines LOS as follows:

“Level of Service” (LOS) is a quality measure describing operational conditions
within a traffic stream, generally in terms of such service measures as speed and
travel time, freedom to maneuver, traffic interruptions, and comfort and convenience.

Six LOS are defined for each type of facility that has analysis procedures available.
Letters designate each level, from A to F, with A representing the best operating
conditions and F the worst. Each level of service represents a range of operating
conditions and the driver’s perception of those conditions. Safety is not included in
the measures that establish LOS.”

LOS is used by planners, engineers, and the lay public alike to assess traffic conditions, to
identify problems, and to develop improvements and “solutions.” In addition, local governments
and other public agencies responsible for transportation use LOS to set standards for traffic
conditions. Georgia DOT indicates LOS D is permissible for traffic operations in highly
developed urbanized areas.’

LOS is determined for the peak 15 minutes of a 1-hour period. In urban areas, the 1-hour period
for which LOS is determined is usually the “weekday peak hour” (i.e., the hour when traffic
volumes are greatest). The traffic volumes on which LOS analyses are based can be traffic

forecasts or actual traffic counts.

In addition to traffic volumes, LOS is based on roadway characteristics (numbers and
configuration of lanes, lane width, roadway grade, etc.) and the types of traffic controls. As
implied in the definition above and outlined below, LOS is determined differently for different

types of roadways and intersections:

! Highway Capacity Manual (HCM2000), Transportation Research Board, National Research Council, 2000, p. 2-2

> GDOT Design Policy Manual, Table 6.3 GDOT Design Standards for Arterial Roadways, and Table 6.4 GDOT
Design Standards for Freeways



Attachment 2

Signalized intersections: LOS is determined for the intersection as a whole, and is based on
- average delay for vehicles entering the intersection. LOS D conditions exist when average
control delay — i.e., delay attributable to the traffic signal — is less than 55 seconds per vehicle.

LOS criteria are as follows:

control delay

<10 sec/veh
10-20 sec/veh
20-35 sec/veh
35-55 sec/veh
55-80 sec/veh
> 80 sec/veh

Source: HCM2000, Exh 16-2
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Two-lane highways: LOS is based on average travel speed and reflects the extent of motorists’
ability to pass slower-moving traffic. LOS D conditions exist when average travel speed exceeds

40 mph. LOS criteria are as follows:

LLOS average travel speed
> 55 mph
50-55 mph
45-50 mph
40-45 mph
<40 mph

[flow rate > capacity]

" Source: HCM2000, Exh 20-2
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Freeway mainline: LOS is based on traffic density and reflects the extent of motorists’ freedom
to maneuver within the traffic stream. LOS D conditions exist when traffic density is less than
35 vehicles per mile per lane. LOS criteria are as follows:

LOS | maximum traffic density
< 11 veh/mi/lane
11-18 veh/mi/lane
18-26 veh/mi/lane
26-35 veh/mi/lane
35-45 veh/mi/lane
> 45 veh/mi/lane

Source: HCM2000, page 23-3
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Freeway ramp junctions’: LOS is based on traffic density in the ramp influence area and reflects
the extent of motorists’ ability to move freely onto or off of the freeway. For single-lane ramps,
LOS D conditions exist when traffic density in the ramp influence area is less than 35 vehicles
per mile per lane. LOS criteria are as follows:

LOS | maximum traffic density
< 10 veh/mi/lane
10-20 veh/mi/lane
20-28 veh/mi/lane
28-35 veh/mi/lane
> 35 veh/mi/lane
[demand > capacity)

Source: HCM2000, Exh 25-4
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Freeway weave sections™: LOS is based on traffic density in the weave section, and reflects the
level of traffic “turbulence” caused by the weaving. LOS D conditions exist when traffic density
in the weave section is less than 35 vehicles per mile per lane. LOS criteria are as follows:

maximum traffic density
LOS freeway mainline collector-distributor rdwy
A < 10 veh/mi/lane < 12 veh/mi/lane
B 10-20 veh/mi/lane 12-24 veh/mi/lane
C 20-28 veh/mi/lane 24-32 veh/mi/lane
D 28-35 veh/mi/lane 32-36 veh/mi/lane
E 35-43 veh/mi/lane 36-40 veh/mi/lane
F > 43 veh/mi/lane > 40 veh/mi/lane

Source: HCM2000, Exh 24-2

3 “Ramp junctions” are the points on the freeway where on-ramps and off-ramps connect; the “ramp influence area”
is the portion of the freeway affected by merging or diverging at the ramps, and comprises the outer two lanes of
the freeway within 1,500 ft of the ramp.

4 . . . L N ] .
Weaving” is the crossing of two traffic streams traveling in the same general direction; the “weave section”
comprises the lanes in which weaving occurs.
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Appendix D
PM; s Hot-Spot Analysis Addendum

The following addendum has been prepared to address the project operational changes associated
with the D-VE Alternative for the US 411 Connector project. The initial preferred alternative
(Alternative D-Avoidance/Minimization) was evaluated for its consistency with state and federal
air quality goals, including carbon monoxide (CO), ozone, fine particulate matter (PM2.s) and
mobile source air toxics (MSATs). The US 411 Connector project has been included in the ARC
updated conformity modeling for both ozone and PMz2s in the 2030 Plan and the 2008-2013 TIP.

The USDOT made a conformity determination on the Envision6 2030 RTP / 2008-2013 TIP on
October 10, 2007. Alternative D-VE (the modified preferred alternative) follows the same
alignment as the initial preferred alternative, and provides a still improved and more direct
connection to I-75. Alternative D-VE provides the same connectivity on essentially the same
alignment and provides similar relief to the existing roadway network. The D-VE Alternative is
not considered to represent a significant change in the project’s original design concept and scope;
therefore, a new conformity determination is not required per 40 CFR 93.104(d). As mentioned
previously, the evaluation of the air quality has been updated assuming an opening year of 2014 and
a design year of 2034. The US 411 Connector is included in and consistent with the regional
emissions analysis, and the change in open to traffic year (from 2010 to 2014) has not changed the
initial year in which the project was modeled (2020) in the regional emissions analysis.

Additionally, all intersections along existing SR 20 and US 41 will operate at level-of-service
(LOS) D or better in both D alternatives (Alternative D-Avoidance/Minimization and Alternative D-
VE) in design year 2034. Under 2034 no-build conditions, the LOS at these intersections along SR
20 will operate at LOS E or F. Therefore, either alternative (Alternative D-VE or Alternative D-
Avoidance/Minimization) would provide enough benefit to relieve congestion along the existing SR
20 route as well as meet the proposed project’s stated need and purpose.

It has been determined that the D-VE Alternative would continue to meet the criteria set forth in
40 CFR 93. 123(b)(1) for projects of air quality concern because of the effects it has to I-75. The
US 411 Connector is a new highway, with projected diesel vehicle volumes well below those
cited as an example under the above regulation. However, the proposed project would increase
the number of diesel trucks on I-75 at and south of the proposed new interchange because it
would divert truck traffic from other facilities further south in the project area that would

currently enter I-75.

The proposed I-75/SR 20 interchange was originally evaluated for 2010 (initial open to traffic
date), with total daily truck traffic for I-75 southbound forecasted to be 22,770, an increase of
1,310 trucks over the no-build condition. The project open to traffic date has since been shifted
out to 2014, with total daily truck traffic for I-75 southbound forecasted to be 24,260 in the build
condition, an increase of 2,160 trucks over the 2014 no-build condition. This addendum is
required to address the revised traffic years and the revised selected alternative, D-VE.

1



Transportation and Traffic Conditions

As noted in the original PM, 5 Project-Level Conformity Determination, between 1984 and 2002,
AADT for the US 411 corridor increased 26- to 99-percent, and the SR 3/US 41 interchange is
causing noticeable delays in traffic. 2014 traffic data for the build condition is presented in
Figure 1, as 2014 would be the worst-case scenario (i.e., year of peak emissions) for PM; .
Truck traffic on the proposed US 411 Connector would actually be re-routed onto the new
facility from other roadways in the project area, and there is only a net increase of 2,160 trucks
(AADT) in the greater project area. Under the 2014 build condition, the number of trucks on the
proposed US 411 Connector facility is predicted to be 4,300 (refer to Table 1 for a summary of
truck traffic and AADT under the build and no-build conditions), which is well below the 10,000
trucks per day example that is discussed in the March 10, 2006 transportation conformity rule
that establishes requirements for PM; s and PM; project-level conformity determinations. While
the proposed project would increase the number of trucks on I-75 south of the proposed new
interchange under the build condition, it is important to note that the truck percentage would only
increase by 1 percent (from 23 percent to 24 percent) under the build and no-build conditions,
and the increase in trucks in this location is mainly because trucks would shift to the new US 411
Connector facility. Therefore, the apparent increase in trucks on I-75 south of the proposed new
interchange is due to the fact that trucks are entering I-75 sooner, as opposed to being more
dispersed among the various existing facilities and entering I-75 further to the south.

While there is a slight - increase in truck numbers on I-75 south of the proposed new US 411
Connector interchange under the 2014 build condition, it is also important to note that the
proposed project would remove trucks and reduce AADT along the current facilities in the study
area. For example, in 2014, the number of trucks would be reduced by 2,300 on SR 20 just west
of its interchange with 1-75 under the build condition and AADT would drop by 13,500. The
number of trucks on US 41/SR 3 would be reduced by 1,940 and AADT would be reduced by
14,450 just west of the SR 61 interchange under the 2014 build condition. The number of trucks
on SR 113 would be reduced by 280 and AADT would be reduced by 3,350 under the 2014 build

condition.

These major routes would experience reduced truck traffic and AADT under the build condition
because the proposed project would provide an improved connection to I-75. Therefore, the US
411 Connector would not induce an increase in the percentage of trucks in the project area, but is
diverting truck traffic, consistent with its stated purpose and need. Please refer to Table 1 for a
summary of truck traffic and AADT under the build and no-build conditions.

While the Alternative D-VE does not include the direct freeway-to-freeway ramps (connecting
the US 411 Connector to/from the west with I-75 to/from the south) that were part of Alternative
D-Avoidance/Minimization, it still provides a more direct and free-flowing facility compared to
the congested roadways in the existing corridor. Alternative D-VE still benefits air quality in the
project area by reducing the number of starts/stops and shifting required by trucks and other
traffic, both of which contribute to emissions on existing facilities in the project area.



Figure 1
Build and Design Year Daily Traffic Volumes
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The US 411 Connector, under either the original concept alternative or the new Alternative D-
VE, both meet the purpose and need of this project by providing a more direct link between US
411 to the west and I-75 to the east. The original alternate was expected to attract 32,900
vehicles per day (vpd) and Alternative D-VE would attract 24,400 vpd away from the existing
roadway network. Although Alternative D-VE would attract approximately 25 percent less daily
vehicles than the original alternative, 24,400 vehicles constitutes a substantial number of daily
trips that would no longer need to utilize the overburdened existing roadways. Alternative D-VE
would still provide an improved and more direct connection between US 411 to the west and I-
75 to the east. Without this additional connection, US 41, SR 61, and SR 20 are expected to
experience LOS F conditions in the design year. Under both the original alternative as well as
Alternative D-VE, these roadways are expected to experience LOS D or better conditions in the
design year. Thus, the I-75 interchange configuration differences associated with the original
concept alternative and Alternative D-VE do not affect this project’s ability to improve traffic
conditions in the corridor. For these reasons, the current proposed design does not represent a
significant change from the concept and scope of the project originally presented in the FSEIS.

The US 411 Connector revised open to traffic date of 2014 is considered the worst-case year for
emissions because the regional emissions trends are showing improving conditions over time as
the various PM, s control programs are being implemented. Under the 2014 build condition, the
number of trucks on I-75 south of the proposed US 411 Connector interchange is predicted to be
24,260, versus 22,100 under the no-build, an increase of 2,160 trucks. Under the 2010 build/no-
build scenarios, truck traffic in the same area was 22,770 versus 21,460, an increase of 1,310.
Therefore the difference between the original 2010 assessment and this updated 2014 assessment
is 850 trucks per day. Under the original assessment the 2010 worst-case scenario was compared
to three surrogate sites. The 2014 traffic volumes for the D-VE alternative were also compared
to these same surrogate sites and were all found to be well below the volumes identified at the
surrogate sites. Therefore, even with a later open to traffic date, the conclusions made in the
PM2.5 qualitative hot spot analysis are still applicable for the D-VE alternative. The three
surrogate sites are discussed in detail in the PM2.5 hot spot analysis on pages 13 through 26.
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Emissions Trends

Table 2
PM, s Mobile Source Emissions Trends Analysis for Atlanta Nonattainment Area
ARC (Mobility 2030 RTP) PM,; ; Conformity Assessment

PM,;s
.| (average annual tons/day)
Base Year Emissions (2002) 8.49

2010 | 4.67
Analysis Years 2020 | 342
2030 | 3.71

EPA has a series of national vehicle control programs expected to reduce mobile source
emissions substantially over the next several years. These programs include the 2007 Highway
Rule for heavy-duty diesel vehicles, and other related programs.

Regional mobile source emissions are a good indicator of emissions trends in the region;
therefore, it is expected that the open to traffic date of 2014 would represent the year of peak
emissions from the project and other emissions sources that affect the project area, that is, the
worst case condition. Many regulatory programs have been put in place to reduce PM;s
emissions. These programs require technological improvements to both mobile and stationary
sources. Some of the stationary source regulations include CAIR', and BART (a program
requiring older power plants to retrofit pollution control equipment with more advanced
equipment). National mobile source rules for both on-road and non-road vehicles and equipment
and programs such as diesel engine retrofit programs, as well as the more stringent standards for
sulfur limits in diesel and gasoline engines will also contribute to lower PM;s emissions

regionally.

As identified in the original project assessment, the proposed project would not increase the
percentage of trucks in the overall project area, but would divert trucks from other existing
facilities. While the Alternative D-VE does not include the direct freeway-to-freeway ramps
(connecting the US 411 Connector to/from the west with I-75 to/from the south) that were part of
Alternative D-Avoidance/Minimization, it still provides a more direct, limited access connection
to I-75. This would provide a more free-flowing facility and help reduce stop and go traffic and
extended idling. The new project is therefore not expected to increase PM; s emissions in the

overall project area.

! The D.C. Circuit issued a decision on July 11, 2008, vacating the Clean Air Interstate Rule. North Carolina v.
EPA, 531 F.3d 896 (D.C. Cir. 2008). However, the court's mandate effectuating the vacatur has not yet been issued.
Parties have until September 24, 2008 to file motions for rehearing asking the D.C. Circuit to reconsider its decision
in the case. If a motion for rehearing is filed, it is likely that issuance of the mandate would be further postponed,
and, if the court grants that motion, the scope of the court's decision may change as a result of the rehearing.
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Summary

In summary, it has been determined that there is no substantive difference between Alt. D-
Avoidance/Minimization and Alt. D-VE’s design, scope & traffic impacts to I-75 and therefore,
anew PM 2.5 hotspot analysis is not required for Alternative D-VE. It has also been determined
that the shift from 2010 to 2014 open to traffic would not have a negative impact on air quality
as the relatively small increase of 850 trucks per day between 2010 and 2014 would be offset to a
great degree by turnover to trucks that meet the 2007 emissions standards that occurs between
those same years, and by other mobile source rules and programs that result in reductions in
emissions between those same years.

A surrogate analysis was used as a comparative approach for the PM; s hot-spot consideration
under the original assessment of the D-Avoidance Minimization Alternative. A “surrogate”
monitoring site is one near roadways with traffic volumes and truck counts comparable to or
greater than those expected in the year(s) being considered in the qualitative hot-spot analysis.

It had been previously determined that the proposed US 411 Connector project would meet all
the project-level conformity requirements, and that the proposed project would not cause or
contribute to a new violation of the PM 2.5 NAAQS, or increase the frequency or severity of a
violation. This conclusion was based on the analysis of three surrogate sites selected as most
similar to the US 411 project from nine available sites in the greater project area. f

In addition, congestion is not expected to be worsened on either the US 411 Connector, on I-75
or in the new SR 20/US 411 interchange. Because of the national policies and programs in place
and other technological improvements that contribute to the generally downward trend in
regional emissions, overall emissions in the project area in 2014 are expected to be less than
emissions in the previous 2010 analysis (Refer to Table 2). Also, even with the project now
opening in 2014 and slightly more truck traffic expected on I-75 in the open to traffic year
compared to the no-build, the Alternative D-VE is not likely to create a new violation of the PM
2.5 NAAQS, or worsen an existing violation in the vicinity of I-75 south of the proposed SR

20/US 411 interchange.
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United States Department of the Interio:

Fish and Wildlife Service OF %

105 West Park Drive, Suite D
Athens. Georgia 30606

West Georgia Sub Office Coastal Sub Office

P.O. Box 52560 ' APR 29 2008 4270 Norwich Street
Ft. Benning, Georgia 31995-1560 Brunswick. Georgia 31520

Mr. Rodney Barry, P.E.

Division Administrator.

Federal Highway Administration, Georgia Division
61 Forsyth Street, SW

Suite 17T100 '

Atlanta, Georgia 30303

ATTN: Ms. Jennifer Giersch

RE: USFWS Log# 41460-2008-F-0745, GDOT P.I. No. 661950

Dear Mr. Barry:

Thank you for your April 4, 2008, electronic mail regarding Georgia Department of Transportafion
(GDOT) project EDS-500(5). We submit the following comments under provisions of the Endangered
Species Act (ESA) of 1973, as amended (16 U.S.C. 1531 et seq.) and the Fish and Wildlife Coordination

Act (FWCA) (48 Stat. 401, as amended, 16 U.S.C. 661 et. seq.).

The referenced project proposes to construct the US 411 Connector in Bartow County, Georgia. Recent
«changes in project design, resulting from GDOT’s Value Engineering study, necessitated a
reconsideration of effects to: (1) the threatened Cherokee darter (Etheostoma scotti), under the ESA; and

(2) streams along the project, under FWCA.

Endangered Species Act Consultation

This letter constitutes an amendment to the January 17, 2007, biological opinion issued for project effects
to the Cherokee darter. Since the issuance of the biological opinion, the Federal action changed and
eliminated the planned removal and clear-span bridge replacement of two existing box culverts located at
Streams # 4B and 22, tributaries to Nancy and Pettit. Creeks, respectively.

The removal of these culvert replacements from the Federal action would eliminate direct and indirect
effects to the Cherokee darter that would have occurred through potential harm during demolition
activities and through increases in turbidity. Thus, the revised action area no longer encompasses the
400-foot, respective channel segments of Streams #4B and 22. Long-term benefits that would have
potentially occurred with the removal of the culverts (habitat connectivity) are also eliminated from the

Federal action.

As a result of the recent changes to the proposed action, the project is not likely to adversely affect the
Cherokee darter and the incidental take statement in the biological opinion is no longer necessary. The
Federal action includes special stormwater control and infiltration measures, as described in the biological
opinion. These stormwater measures are critical for avoiding long-term, indirect effects to thegigyypiAN _4}...!..{.421” <
darter. DAVINO  regms
KNUDSON &c££
THOMPSON e

WILLIAMS e
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Obligations of section 7(a)(2) of the Act have been satisfied, and formal consultation is not required.
However, obligations under the Act must be reconsidered if: (1) the project is modified in a manner not
considered by this assessment; (2) a new species is listed or critical habitat is determined that may be
affected by the project; or (3) new information indicates that the project may affect listed species or
critical habitat in a manner not previously considered.

Fish and Wildlife Coordination

The Service concurred with your agency, by letter dated March 23, 2007, that stream impacts occurring
along the project were necessary and unavoidable. As a result of GDOT’s Value Engineering study, the
constriction of project termini further reduces stream impacts from 1,191 linear feet (reported in GDOT’s
March 14, 2007 FWCA coordination package) to 916 linear feet. We concur with your determination that
all practicable avoidance and minimization measures were investigated and that proposed mitigation of
these impacts is adequate. No further compensation is required under FWCA

If you have any questions or requ'ire further information, please contact staff biologist Pete Pattavina,
at 706-613-9493, ext. 236.

Sincerely,

A |
%u@i ﬂ<f it e

Sandra S. Tucker
Field Supervisor

cc: Rich Williams, GDOT
file
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DEPARTMENT OF TRANSPORTATION
STATE OF GEORGIA

INTERDEPARTMENT CORRESPONDENCE

FILE P. 1. No. 661950 orricé Environment/Location
pate  February 26, 2008

FROM Glenn Bowman, State Environmental/Location Engineer

T0 DISTRIBUTION BELOW

suBJecT: Project EDS-500(5), Bartow County, Summary of Comments Received During the
Public Comment Period for the PIOH - US 411 Connector

COMMENT TOTALS:

A total of 316 people attended the public information open house, held on February 12, 2008,
from 4:00 to 7:00 p.m. at the Cartersville Civic Center, 435 Main Street, Cartersville, Georgia.
From those attending, thirty six (36) comment forms and thirteen (13) oral statements were
received. An additional five (5) comments were received during the 10 day comment period
following the open house. One person submitted the same comment as an email and as a
comment card, so there were a total of fifty three (53) individual comments summarized as

follows:

No. Opposed No. In Support Uncommitted Conditional
10 (18.8 %*) 25 (47.1 %*) 8 (15.0 %) 10 (18.8 %*)
*% of comments received
MAJOR CONCERNS:
e The project is taking too long.
» Concerned that GDOT is not listening to the pubilic.
¢ Concerned about noise impacts.
s Concerned about impacts to the environment.
s Concerned about impacts to personal property.
» Concerned about changes to SR 20 access at |-75.
e Prefer the direct connection between US 411 and I-75 rather than using a portion of

existing SR 20.
Project cost is too high and doesn’t provide adequate value to the public.

Opposition to the proposed cul-de-sacs on Old Grassdale Road.

Opposition to the proposed cul-de-sac and restricted access on Clifton Way.
Concerned that the proposed changes creates a project that would no longer meet
the need and purpose.




Public Information Open House Summary
EDS-500(5), Bartow County

February 26, 2008

Page 2

OFFICIALS IN ATTENDANCE:

Norris Westbrook - Cartersville Fire Chief

Jayce Stepp - Cartersville City Council

Kirk Milam - Rome Public Services Manager

David Doss - GDOT Board Member

Dean Clemmer- Coosa Valley RDC

Jamie McCord - Rome Public Works Director

Randy Gray - Bartow County Roads Director

Buzz Wachsteter - City of Rome Commission

John O’Keefe - Representative for Congressman Phil Gingrey
Janet Byington - Representative for Congressman Phil Gingrey
Wright Bagby - Rome Mayor

Matt Santin - Cartersville Mayor

Jerry Milam - City of Catersville

Marie Gordon — Representative of Senator Isakson’s office

MEDIA:

Rome News Tribune
Cartersville Daily Tribune
WBHF - Cartersville
WGRA - Rome

DISPOSITION OF COMMENTS:

The following represents a break down of comments by the offices to which they pertain:

Total Number of Comments | Office Responsible for review | Comment Number
17 ' 2,7,9, 15,17, 18, 21, 23, 26,
Urban Design 27, 36, 40, 41, 42, 48, 51, 53
6 . Location 4, 8, 36, 39, 43, 52
4 Environmental 31,36, 41, 52
10 5,17, 18, 21, 23, 26, 36, 42,
Traffic 47,48
1 Planning 36
4 Right of Way 3,16, 17,32




Public Information Open House Summary
EDS-500(5), Bartow County

February 26, 2008

Page 3

Jordan, Jones & Goulding and JB Trimble will respond to all comments on behalf of the
Department of Transportation.

Attached is a complete transcript of the comments received during the comment period and a
copy of the open house handout for review. Please respond to Ken Anderson, JJG
(ken.anderson@jig.com) with a copy to Jennifer Mathis, GDOT (jmathis@dot.ga.gov) by

February 28, 2008.

If you have any questions about the comments, please call or e-mail Jennifer Mathis at (404)
699-4408 or jmathis@dot.ga.gov.

GB/jm/gth
Attachments
DISTRIBUTION:

Todd Long, P. E.
Angela Alexander
Ben Buchan, P.E.
Vicki Gavalas
Kent Sager
DeWayne Comer
Albert Shelby,
Gerald Ross, P.E.
Keith Golden, P.E.
Howard (Phil) Copeland
Ken Thompson







Erample Beaponse, Letter
1) t

@epdrtment of Transportation

GENA L. ABRAHAM, Ph.D.  State of Georgia BUDDY GRATTON, P.E.
COMMISSIONER : DEPUTY COMMISSIONER
404) 658,520 #2 Capitol Square, S.W. (404) 656.5206
| Atlanta, Georgia 30334-1002 -
GERALD M. ROSS, P.E. ' EARL L. MAHFUZ
CHIEF ENGINEER TREASURER
(404) 656-5277 (404) 656-5224

March 10, 2008

Mr. William Richard Warren
998 Grassdale Rd.
Cartersville, Georgia 30120

Dear Mr. Warren:

The Department appreciates your interest in.the proposed US 411 Connector project. A total of
316 people attended the public information open house. From those attending, thirty six (36)
comment forms and thirteen (13) verbal statements were received. An additional 5 comments
were received by mail or through the GDOT website during the ten day comment period. The
comments received as a result of the February 12, 2008 Public Information Open House will help
the project team to better plan and design a project to serve the transportation needs of your -

community, its residents and the traveling public.

The comments received at the February Open House are synthesized by topic, where appropriate.
They are listed below and followed by the Department’s response (in italics).

Planning

Comment-
Feel that the project is a waste of taxpayer dollars.

Response-
Project cost has become an important factor in the overall project evaluation especially in light

of increased construction materials costs and more limited transportation funding budgets.
Various cost benefit analyses have been completed beginning at the concept development stage
on through determination of a Preferred Alternative. The results of these cost benefit analysis is
that the Alternative D-VE, which is now the Preferred Alternative, is a viable project from a cost
perspective. The construction of the US 411 Connector would provide a more direct connection
to I-75 for through traffic from western Bartow and Floyd counties. Through traffic would no
longer be combined with locally generated traffic along these existing facilities, reducing
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congestion in the corridor. The diversion of through truck traffic away from the existing system
would enhance the safety and operation of SR 20 and SR 3/US 41. The continued growth and
economic vitality of the City of Rome and Floyd County would be supported by the
implementation of the US 411 Connector by providing improved access to the interstate system
for commercial traffic, in particular trucks. The Department believes that construction of the US
411 Connector would be a reasonable expenditure of public funds.

. Comment-
Concerned that the decision on the project is being rushed.

Response-
The US 411 project has been under conszderatzon Jor over 20 years. In 1983, the Department

completed a feasibility study to determine if there was a need to extend US 411 eastward from its
Junction with US 41 to I-75. The results of the study clearly demonstrated the need for a more

_direct connection to I-75 as traffic volumes were predicted to worsen_congestion on the existing
US 41/SR 20 corridor to 1-75. Based on recommendations from the feasibility study,
development of a project to construct a US 411 connection to I-75 was initiated in 1986. The
concept for the US 411 project was later incorporated into a proposed recommendation for an
outer perimeter highway around Atlanta, conceived as part of the Economic Development
System, (EDS). This facility, later known as the Outer Perimeter, was included in legislation
designating it as part of the Governor's Road Improvement Program. -

The US 411 project continued to be developed as an individual project; an Environmental
Impact Statement (EIS) was completed and approved by the Federal Highway Administration
(FHWA) in 1989. The concept used for the EIS was based on alternatives conceived as part of
the larger Outer Perimeter Highway. The location of the US 411 project’s interchange with I-75
was located to accommodate future extension of the Quter Perimeter.

A coimmplaint was filed (by the Rollins family) in the United States District Court, Northern
District of Georgia on July 3, 1991, seeking a declaratory judgment that the GDOT and FHWA.
had failed to comply with the National Environwmental Policy Act (NEPA) and other
requirements in the development of the EIS for the US 411 extension. A hearing was conducted
in January 1992; in January 1993, when the court ruled that the EIS had not adequately
followed the NEPA requivements, it prevented the GDOT and FHWA from approving or
expending any federal funds on the US 411 project until an adequate and proper EIS was
prepared. More specifically, it was noted that the EIS did not adequately compare and evaluate
project alternatives, and it also failed to provide the information needed by the public and the
decision makers to compare environmental, social, and ecomomic impacts of potential
alternatives. The court noted that the US 411 project had independent utility since it could be
built separately from the Outer Perimeter project. The Court determined that, because the US
411 project was not a mere segment of the Outer Perimeter, it may be considered independently

of the Outer Perimeter

In order to address the court’s ruling, the US 411 project was incorporated into the proposed
Northern Arc project, a portion of the former Quter Perimeter project. The Northern Arc was to
extend from the US 411/US 41 interchange in Bartow County fo SR 316 in Gwinnett County. An
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EIS was completed and approved for the eastern portion of the Northern Arc from SR 400 to I-
85. - Beginning in 1997, a series of studies, including a Major Investment Study (MIS), Funding
Feasibility Study, and Draft EIS, were begun on the portion of the Northern Arc from the US

411/US 41 interchange to SR 400

The MIS was completed in December 2000. In July 2002, detailed studies and preparation of the
Draft EIS for the Northern Arc were underway when then-Gavernor Barnes announced that the
project was cancelled. The Northern Arc project was subsequently removed from the Regional
Transportation Plon. The Department initiated development of the US 411 Comnector in July
2003, at the request of Governor Sonny Perdue. In November 2003, FHWA issued a Notice of
Intent (NOI) to advise the public that a Draft Supplemental Environmental Impact Statement
(DSEIS) would be prepared for the proposed extension of US 411 from US 41 to I-75. Because
the original EIS failed to adequately study the full range of alternatives, FHWA determined that
a SEIS that evaluated the original and potential new alternatives would be the most appropriate

method to fully comply with NEPA.

In October of 2005, the Department presented the Preferred Alternative and its associated
benefits and impacts to the public at a Public Hearing Open House (PHOH). Over the past
several ‘months, GDOT has been continuing with preliminary design work and more refined
construction cost estimates of the preferred alternative. Currently, GDOT follows a policy that
requires all projects with a cost of $25 million or more to go through a Value Engineering (VE)
study process. Therefore, the Department was required to complete a VE study for the US 411
Connector project, which was completed in October of 2007. The Department then met with the
project Citizens Advisory Committee in January 2008 and with the public in February of 2008 to

present the results of the VE study.

In summary, the Department has been working on the US 411 project for over twenty (20) years,

a preferred alternative alignment has been defined for over two years and the recent VE study is
refining this preferred alternative further. Even after the decision is finalized minor details of
the project are likely to change as a result of the ongoing design phase of the project.

Alternatives/Concepts

Comments-
Suggested that the connection of US 411 to I-75 should be to the north west of the Anheuser

Bush Brewery to save money, and avoid impacts to developed areas.

Suggested an alternative that connects to the existing US 411/I-75 interchange with four
lanes.

Suggested an alternative that follows US 411 between US 41 and I-75 to aveid the
substantial grading required to construct the proposed alternative.

Suggested that the northern concepts are now more viable than the current preferred
alternative.
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Response- '
In the early phases of this project a set of eight concept alzgnments were developed to completely

cover the basic ways that US 411 could be connected to I-75 between the Cassville-White Road
and SR 20 interchanges. These concepts (identified as A-H), as well as the no-build alternative,
were evaluated to determine which ones best met the project need and purpose and also to what
extent they may adversely impact social, economic and environmental resources in the project
area. The results and details of this evaluation are discussed in the Concepts Screening Report
(CSR), which is on file and available for review at the GDOT Office of Environmental Location.
A summary of pertinent data from this report is discussed below. :

There are two primary needs for this project: one is to provide a more direct connection to I-75;
and the second is to reduce the congestion on the arterial roadways that presently connect US
411 to I-75, which in turn would improve safety in the corridor. The findings and conclusions
were developed sequentially, as follows: (1) the first basis for the findings and conclusions was
the extent to which each Concept is expected to attract traffic to the new US 411 Connector (to
satisfy the need for comnectivity between the US 411/US 41 interchange and I-75); (2) second
was the extent to which each Concept reduces traffic on the existing connection, SR 3/US 41 and
"SR 20 (to satisfy the need to reduce congestion on the existing corridor); and (3) third was
‘general engineering conmsiderations, including costs and economic viability, as well' as
generalized environmental impacts (impacts were reviewed to identify szgnzf‘cant impacts that

might erode or negate the identified advantages).

As the CSR reported, the results of the Concept traffic analysis were quite clear: Concepts B
(new alignment freeway comnecting to I-75 at existing SR 20 Interchange) and D (new alignment
freeway conmecting to existing SR 20 east of I-75) attract larger volumes of traffic and provide
substantial relief to the existing US 411-1-75 connection (i.e., SR 3/US 41 and SR 20), while
each of the other Concepts on a new location, including Concepts C (new alignment freeway
extending only to existing US 411/SR 61) and G (new alignment freeway connecting to I-75 at
existing SR 61 Interchange), attract significantly less traffic and provide no relief for the existing
US 411-I-75 connection. Concept A; which utilizes the existing corridor, attracts a significant
volume of traffic, but does not provide relief to the existing connection. All eight of the initial
concepts evaluated would serve the stated purpose of providing a more direct connection to I-75.
However, traffic analysis shows that the northern concepts (E, F, G, and H) attract such a small
percentage of vehicles away from the existing US 41 and SR 20 corridor that sufficient
congestion relief would not be provided. The concept screening process determined that the
northern concepts do not meet the need and purpose of the project sufficiently to warrant

Surther development.

The concepts that were found o perform the best while causing the least environmental impact
were developed into more refined alternatives, and evaluated further as part of the Drafi
Supplemental Environmental Impact Statement (DSEIS) process. The selection of Concepts A4,
B, and D for further development — and the decision to forego further development of Concepts
C E F, G H and F “Modified” —~ was entirely appropriate and strongly supported by thorough
and proper traffic analyses, initial environmental review, engineering feasibility assessment, and
general cost/benefit evaluation. The traffic forecasts were derived from the officially-sanctioned
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traffic forecasting model that is based on adopted future population and employment forecasts,
adopted transportation plans, and which considers future regional and local travel patterns and
traffic operating conditions (i.e., congestion) on the entire transportation network. The traffic
model forecasts were checked for reasonableness before they were used for any purpose in the

US 411 Connector Project. '

As a result of the recent Value Engineering study and ongoing design evaluations, there are
several modifications that are being proposed in order to reduce the overall cost of the US 411
Connector project. The following list represents the modifications determined to be feasible
from an engineering perspective while not causing an adverse environmental impact, and have

therefore been recommended for implementation:

Reduce median width from 68-feet to 44-feet

Reduce right-of-way (ROW) width from 400-feet to 250-feet

Use folded diamond interchange rather than full diamond interchange at SR 61

Related reductions in bridges, retaining walls, drainage systems, paving, erosion control,

traffic control, signing/ marking/signals, guardrail, and miscellaneous items

o Use a split diamond connection of the US 411 Connector to I-75, which retains a
diamond ramp to SR 20 from the south :

o More compact interchange at US 41

» Raise design profile, and allow 7% grade to accommodate mountainous terrain

o Terminate Clifton Way south of the US 411 Connector, and connect it to the US 411

Connector on the north side with an at-grade intersection for gated access to the cell

tower

® o o e

Although some of the project details, including the interchange type and configurations and
other construction and engineering details as identified above are being incorporated into the
preferred alternative, the alignment of the proposed roadway has not changed from what was
presented in the Final Supplemental Environmental Impact Statement (FSEIS). As a result of the
proposed cost saving measures, the roadway will not function as efficiently as the original
Preferred Alternative (Alternative D-Avoidance/Minimization); although the volume of cars that
are predicted to use the Alternative D-VE (new Preferred Alternative) and the volume of cars
diverted from the existing US 41/SR 20 corridor are still at levels that the proposed investment is
considered a reasonable expenditure of funds. In comparison, the northern alignments still do
not divert enough traffic off of the US 41/SR 20 corridor and still do not have predicted traffic
volumes that would make them reasonable expenditure of funds.

Environmental/Community Impacts

Comment-
Concerned that the cul-de-sacs on Old Grassdale Road would be detrimental to existing

residents, businesses and the high school located in this area.
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| Res‘gonse- _
.Based upon several objections. expressed by members from the CAC, including representatives

Sfrom the Bartow County School System; and from a large industrial site and residents that would
be adversely impacted, the Department has decided to eliminate the proposed cul-de-sac at Old
Grassdale Road. Consequently, the proposed design for the US 411 Connector will be revised to
include a- bridge over Old Grassdale Road to retain the existing Old Grassdale connection
(between Grassdale Rd and Peeples Valley Rd). Retaining this connection will eliminate the
impacts on truck and employee access to a large industrial facility, and it will avoid routing
industrial traffic by a.school and through an existing residential area. : :

Comment- ;
Request for preservation of as many trees as possible.

Concerned about impacts to the environment.

Response- :
There are over 25 different resource iypes that must be evaluated in the EIS process, including

history, noise, ecology, community (homes, businesses, parks, schools, churches, goveriment),
and visual, to note a few. Based upon the results of the evaluation of potential impacts to these
resources it was determined that the preferred alternative had the least impact on environmental
and community resources while still meeting the project need and purpose. The Department
makes every attempt to construct projects that cause the least amount of impact to the
environment and the community while concurrently attempting to minimize property acquisition
and relocations. Where it was determined that project-related impacts could not be avoided or
minimized, scenarios to mitigate for such impacts have been investigated and are being included

in the construction plans.

One of the main results of the VE study is a project that will be more compact with an overall
smaller footprint compared to the Preferred Alternative that was last presented to the public.
The features that contribute to this smaller footprint include the following:

A reduced median width from 68-feet to 44-feet

A reduced right-of-way (ROW) width from 400-feet to 250-feet

A more compact interchange at US 41

A raised design profile, allow 7% grade to accommodate mountainous terrain, which
minimizes the amount of clearing and grading in the areas with steeper slopes

It is also anticipated that additional landscaping would be provided in some areas of the
corridor to help screen the project from adjacent visually sensitive areas provided that drought

conditions do not prohibit this potential landscaping.

Comment-
Request that the noise barriers be aesthetically pleasing.
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A Response- :
GDOT currently uses. standard metal noise walls in order to help keep project costs down, which

has become more important due to the limited budgets available for transportation projects.

GDOT uses a maximum cost of $50,000 per impacted structure while requiring at least a 5-dBA
reduction in noise levels to determine if the construction of a noise barrier is reasonable and
Jeasible. The current material cost used by GDOT is $15 per square foot of noise wall needed,
A noise barrier is considered reasonable according to the following formula: :

Reasonable Cost = (# of zmpacted sites having a 5 dBA reduction x $50,000) +
(# of additional benefited sites having a 5 dBA reduction x $25,000) > Estimated Cost of Barrier

Noise barriers can only be constructed where they are considered both reasonable and Jeasible.
" The Georgia Department of Transportation (GDOT) does not consider it reasonable to construct
barriers at locations where site characteristics would require a wall height greater than 30 feet
or prevent obtaining at least a 5-dBA reduction at impacted sites.

Where the barrier cost is more than the Reasornable Cost calculated above, a noise barrier is not
considered cost effective. If GDOT were to use alternate materials the cost of the walls would
likely increase, thus resulting in barriers that are not cost effective based on the GDOT formula.
Property owners may be offered the option to provide the balance of the cost of abatement where
it exceeds the Reasonable Cost through local governments or otherwise. :

Comment-
Concerned that GDOT is not listening to the affected community.

Response- :
Public and community involvement have been a major component of the US 411 Connector

project including the February 12, 2008 PIOH, which was specifically held to inform the public
about proposed project changes and obtain public input regarding the modified project
alternative. Listed below are some of the main features of the project Public Involvement

Program:
Project Hotline Voice mail:

A telephone hotline has been established at 678-333-0648. To date the hotline has
received over 85 calls to ask a question or make a comment about the project.

Project Newsletter:

A project newsletter has been developed to help inform the community of the current
project status. To date seven separate issues have been mailed, and the mailing list

numbers over 700 addresses.
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Project Website:

The Department has a link to the US 411 Connector project on its website:
www.dot.ga.gov. This site is updated regularly to include a variety of project maps,
Sfrequently asked questions, and meeting announcements. To date the website has

received more than 6,000 hits.

Public Meez‘mg.s'

To _date the Department has hosted five Public Information Open House (PIOH) meetings.
These meetings gave the communily an opportunity to learn about the project and to voice
specific comments or concerns. Meetings are advertised as widely as possible, including
meeting announcements published in The Cartersville Daily Tribune, and project newsletters. In
addition, we have sent out meeting announcement postcards to the project mailing list of more
than 700 individuals, distributed flyers at key locations throughout the community, placed kiosks
containing project information in high pedestrian traffic areas, and posted signs at major
intersections prior to each of the planned open house events. The PHOH, held on October 24,
2005, was attended by 363 people, while the other open houses had attendances of 206, 171, and
279. There were 41 written and 27 oral comments received at the PHOH and of these 32 noted
that they were in favor of the project, 17 said they were against the project, eight were
conditionally in favor of the project, and 10 were ‘uncommitted’. The final PIOH held on
February 12, 2008 was attended by 316 people. There were a total of 54 comments received as
a result of the PIOH and of these 25 noted that they were in favor of the project, -10 said they
were against the project, 10 were conditionally in favor of the project, and eight were
‘uncommitted’. Response letters addressing those comments received afier each PIOH or
PHOH were mailed out to each individual who provided a comment. The response letter
addressed those questions received and provided additional information regarding the deczszons

made.
Community Involvement:

In addition to the public meetings, the project team has been requested to present project
updates and hear comments at several community meetings, which will continue to occur as
requested. The project also includes a Citizen Advisory Committee (CAC) made up of a group of
people with a diverse set of perspectives and opinions. The 27-member group was chosen to
represent varying views of the community, including business, landowner, local government,
agriculture, minority and environmental stakeholders. The CAC has been actively engaged in
dialogue and discussion about the US 411 Connector project throughout the preliminary
engineering and environmental analysis process. The CAC met a total of six times with the
project team to exchange information and ideas.

Specific outreach for the minority and low-income populations has also been completed
Leaders within the local African-American community were contacted and assisted the team in
establishing a minority focus group. Flyers have been distributed into the minority community at
churches and other public locations along with invitations from the specific minority community
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leaders. To date a total of three focus group meetings with minority stakeholders have been held
to discuss the project status and hear concerns or answer questions.

All comments received from the meetings, open houses, hotline, emails and other methods noted -
above have been considered and evaluated to assess whether modifications to the project are
warranted. Several suggestions from the public and local officials have been evaluated, with
some being included in the project alternatives and others being excluded because of potentially
greater impacts or inadequate performance. Following are three brief examples of comments
Jrom citizens and local officials that had. a direct impact upon modifications to alignments and
selection of a preferred alternative:

o The alignment of Alternative D was shifted based on suggestions from the CAC
and.community members to minimize impacts to the Lexington Farms subdivision. -

o Local officials and citizens voiced concern of the impacts to businesses that would
result from impacts created by Alternative B. The project team evaluated three
additional alternatives near the B Alternative to comparé impacts to businesses
and the community. . An alternative other than B was eventually determined as the
preferred in order to avoid the substantial impacts to businesses by the B
Alternative,

o Industry, residents and school officials noted concern over the proposed cul-de-
sacs on Old Grassdale Road potentially causing adverse traffic impacts. After
additional evaluation, the Department is proposing to modify the project to
include a bridge over Old Grassdale rather than constructing cul-de-sacs.

Comment-
Concerned about increased runoff from the roadway onto private property.

Response-
Best Management Practices (BMPs) for storm water management would be incorporated into

the construction plans. A specially designed storm water control system is being implemented
throughout the entire project corridor, which would include Enhanced Swales (vegetated open
channels that are explicitly designed and constructed to capture and treat stormwater runoff
within dry or wer cells formed by check dams or other means), and Stormwater Ponds to retain
and treat stormwater runoff primarily through settling and a biological uptake mechanism.

These measures to recharge stormwater run-off from the project wzll benefit water quality in the
region and also avoid flooding of adjacent properties.

Traffic/Traffic Model

Comments-
Questions regarding the traffic methodology and results including travel time and how they

have been applied throughout the project process.
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Response- ' :
The following is a brief description of the overall traffic analysis process and timeline, which

also includes specific references as to where this data was reported and publicly available
throughout the project development process. In Section 2 of the DSEIS and the FSEIS, Figure
2.1.1.4-2, the travel time between US 411 at US 41 and I-75 South at SR 20 for the No Build (No
Action) scenario is reported as 16.3 minutes; and the source of this information was clearly
identified as the Concepts Screening Report (CSR)." The methodology used to determine this
travel time estimate, which is described in detail in Appendix C of the CSR, used actual travel
distances and assumed average travel speeds along the routes of the proposed concepts. At this
initial point in the NEPA process, the concept travel times were estimated because the regional
travel model was not yet available for the consultant team fo use. Subsequently, traffic forecasts
were prepared for all concepts using a Bartow County sub-area traffic model, as is very clearly

stated in pages 6-8 of the CSR.

Please note that.the sub-area model forecasts represent a much higher level of sophistication
and accuracy than the initial “floating car” analysis performed at the very initiation of the
DSEIS. This use of updated information as the study progressed is perfectly consistent with

standard NEPA document preparation practice.

Also in Section 2 of the DSEIS and the FSEIS, Table 2.4-1, travel times are identified for the
alternatives (not to be confused with concepts). In this table, the travel time for the No Action
Scenario is identified as 15.8 minutes and the methodology used to calculate this (which is
different from that used in the CSR), is referenced as a footnote in the table.

With development of Alternative D-VE, it was also necessary to update the traffic model so ‘that
analysis similar to that completed for the other alternatives considered could also be completed
Jor this alternative. The results of this model update were presented to the CAC in January 2008

and presented to the public in February 2008.

All travel time methodologies and sources have been identified correctly throughout the various
studies and in the DSEIS and FSEIS. The traffic forecasts used were derived from the officially-
sanctioned regional traffic forecasting model that is based on adopted future population and
employment forecasts, adopted transportation plans, and which considers future regional and
local travel patterns and traffic operating conditions (i.e, congestion) on the enfire
transportation network in Bartow County. This model is derived from and compatible with the
models used to prepare forecasts for projects throughout the Atlania metropolitan region, and its
use is required in order to ensure that analyses and decisions on all projects are based on
compatible data, which in turn helps ensure that transportation funds are expended fairly and
efficiently. Daily and weekday p.m. peak hour traffic forecasts were prepared for the eight
initial corridor concepts (A — H) for Design Year (2030) and Opening Year (2010) conditions,
and for Design Year conditions for three concept variations (F-modified, and F-modified with an
additional interchange, and D with an additional interchange) suggested by comments from the
public. Design Year and Opening Year weekday p.m. peak hour traffic forecasts were prepared
Jor all project alternatives (A, AB, B, D and D Avoidance/Minimization), including the modified
Preferred Alternative (Alternative D-VE). Please also note that all traffic model evaluations
completed throughout this project have assumed construction of all transportation improvements
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in the current regional transportation plan, which includes the SR 20 prOJect located to the south
of the US 411 Connector.

The traffic model forecasts were checked for reasonableness before they were used for any
purpose in the US 411 Connector Project. - The traffic model was' calibrated against actual
traffic counts to a “precision” of about +/-10%, and based on review and evaluation of the
model and its results/products, we are fully confi dent in the accuracy of the traffic forecasts

used

Comments-
Questioned whether the proposed SR 20. lmprovement project between I-75 and SR 61/US

41 were considered when determining the need and traffic projections for the US 411
project. '

Response-
The US 411 Connector traffic ﬁ)recasts and analyses, as well as all design activities, assumed

that the proposed SR 20 improvement project between I-75 and SR 61/US 41 would be
. constructed and open to traffic, as planned and programmed. In addition, all State and local
projects programmed for completion before the US 411 Connector were szmzlarly incorporated

in the analysis and design processes.

Comment-
‘Questioned whether the lower traffic volumes on the D-VE Alternative warrant a four lane

roadway.

Response-
As identified in the both the DSEIS and the FSEIS the traffic volume that warrants a four-lane

roadway is 18,900 vehicles per day (vpd). It is predicted that the volumes would be greater than
18,900 vpd the very first year that the roadway is open to traffic; therefore, it is clear that a four-
lane roadway is the appropriate design for the US 411 Connector.

Comment-
Questions about congestion on I-75 south of the pro;ect limits.

Response-
Design year (2030) congestion on I-75 south of the project limits is forecasted under all

circumstances, whether or not the US 411 Connector project is built (i.e., the congestion will be
there for the No-Build Alternative and all Build Alternatives, including Alternatives D-
Avoidance/Minimization and D-VE), and the project will not significantly impact, positively or
negatively, this future congestion. It has been determined that the need for and benefits of the
US 411 Connector project are not impacted by the I-75 congestion fo the south, and the US 411
Connector project need not and ought not be tied to and constrained by the 1-75 congestion to

the south.
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Comment- ' -
Concerned about traffic from the south having to use existing SR 20 and travel through

three traffic lights to access the new US 411 Connector.

Response- ' '
The connection from northbound L75 to the US 411 Connector westbound will use a I-mile

section of SR 20 and will pass through three signalized intersections. This segment of SR 20 will
be widened and the three intersections will be designed to provide adequate capacity- for
Jorecasted design year (2030) volumes. With these improvements and design elements, it is
estimated that in the 2030 p.m. peak hour, this route will take approximately 90 seconds more to
traverse than would the originally-proposed freeway-fo-freeway ramp serving the connection.

Comment- _
Concerned about north bound traffic movement from US 41 to US 411 west will be

overloaded from heavy truck volume and employees accessing the Shaw plant near this
interchange.- .

Response-
The signalized intersection and on-ramp serving traffic movements from northbound US 41 to-

westbound US 411 will be designed to provide adequate capacity for forecasted design year
(2030) volumes. Any modifications or refinements required to ensure safe and convenient traffic
operations at the nearby Shaw Plant driveway will be determined and considered during the

US 411 Connector final design process.

Comment-
Request for the number of diesel trucks that are predicted to use the US 411 Connector.

Response-
Based upon the recently updated traffic model completed for the Alternative D-VE it is estimated

that approximately 20-22% of the vehicles using the new US 411 Connector would be trucks.
Project Details/Design
Comment-

Requested that a loop type exit ramp in the north east quadrant from I-75 north to US 411
be considered.

Prefer the direct connect ramps from I-75 north bound to the new connector rather than
the proposed connection using existing SR 20.

Response-
A loop ramp providing a direct connection for traffic traveling from northbound I-75 to the

US 411 Connector westbound is being analyzed as part of the required Interchange Justification
Report (IJR) for the project.
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Although preferable from a traffic operations and safety perspective, the direct freeway-to-
Jfreeway ramps included in the original alternative were found to be financially infeasible.

Comment-
Concerned about ehmmatmg/shlftmg the existing I-75 south bound. ex:t to SR 20.

Response
A ramp provzdmg a ! direct connection ﬁom southbound 175 to SR 20 at the existing SR 20

Interchange is being analyzed as part of the required Interchange Justification Report (IJR) for
the project. The analysis required for the southbound connection at I-75 which will be included

in the IJR is ongoing.

Comment- .
Request that a connection from Clifton Way be provided to US 411 to faclhtate a large

planned commercial development.

Response- -
Based on the US 411 project Need and Purpose, which is to provide a more direct link between

US 411 at its interchange with SR 3/US 41 west of Cartersville, and I-75, the Department will
not create an access break at-grade with US 411.  The main objective from the beginning of *
development of the alternatives has.been to improve mobility and safety for through travelers
(mcludmg truck traffic) by providing a freeway alternative between SR 3/US 41 and 75,

Comments—
Question the accuracy of previous and more recent cost estimates.

Question whether on-going project changes are reflected in latest published cost estimate.

Noted calculation errors in the cost benefit analysis.

Response- .
All cost estimates have been prepared following accepted standard methodologies using the unit

prices as approved by the Department at the time of the cost estimate preparation. As the project
development process has proceeded, there have been several rounds of revisions to the cost
estimates completed. For example, during the development of the concepts, estimates based on a
more general scale using factors including Cost per freeway mile, Cost per arterial mile, Cost
per minor interchange, or Cost per mgjor interchange were used. As the concepts weére
developed into alternatives, more specific detail for each alternative was developed, thus
allowing for a more refined and detailed estimate. During the most recent cost estimates, even
greater project details have been determined as the preliminary engineering for the Preferred
Alternative has advanced. What is important to note is that at each level of cost estimating the
concepts or alternatives were evaluated cowsistently across the board based upon the detail

available and the unit prices at the time of estimation.

As a result of a recent Value Engineering study and ongoing design evaluations, there are
several modifications that are being proposed in order to reduce the overall cost of the US 411
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Connector project. These evaluations have reduced potential project cost estimates from
approximately $399 million for the original preferred alternative (later reduced to approx. $341
million after further design, using more refined quantities and unit prices) to less than $200
million for the modifi led preferred alternative, which zncludes all currently considered project

modifications.
Other Improvements

Comment- .
Concerned that a cul-de-sac proposed on SR 20 (part of a separate project) will cause
adverse impacts to a business that will be located in the cul-de-sac.

Concerned about access to SR 20 from an adjacent side road (to the east beyond the limits
of the proposed improvements associated with the US 411 project).

Reggo
The zmpact noted above is not directly associated with the US 411 Connector prOJect However,

these comments are all being considered as the project evaluation continues. There is a separate
project presently being advanced to complete improvements to SR 20, which proposes the cul-de-

sac that is referenced above.

In addition to the SR 20 widening project currenz‘ly bemg planned on the west side of I—75 the
Department also has a passing lane project on.the east side of SR 20 that is planned for
construction beginning in 2008. This project proposes to widen limited portions of the existing
two-lane section of SR 20 to provide an extra lane to allow slower vehicles (especially trucks) to
be passed. This improvement is anticipated fo improve localized congestion along this section of
SR 20 and should also improve access to the facility from adjoining side roads.

Right-of-Way

Comments-
Concerned that elimination of access at Clifton Way will adversely affect Bartow County’s

ability to develop a business park job base.

Concerned about property that wonld be cut off by the proposed cul-de sacs at Cleton
Way.

Response-
The proposed modifications at Clifton Way are a result of the VE study and on-going design

efforts and are estimated to provide cost savings of approximately 33.3 million. Because this
change would eliminate access to portions of some properties, the Department will assess right
of way costs versus construction of a bridge and lowering Clifton Way fo get adequate vertical
clearance. However, at this point the Department plans to move forward with Alternative D-VE
without an access break at-grade with the US 411 Connector or a bridge over Clifion Way. At
the time of right of way acquisition, the cost comparison assessment will be completed.
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Thank you for your attendance at the PIOH and comments regarding the proposed US 411
Connector roadway project. Your comments made as a result of the February 12, 2008 public
information open house have been entered into the official public record. If you have any
additional questions or comments, please contact Jennifer Mathis at (404) 699-4408 or Rich
Williams at (404) 699-4438 of my staff.

Sincerely,

b&,,, 'BD‘M; 'P-E-é&n\ |
Glenn Bowman, P.E.

: State Environment/Location Engineer
GB/jn/gth JIG)

Cc: Albert Shelby, GDOT Urban Design
Larry Cook, JB Trimble




Name

Earl Ashby
Mayor Wright Bagby
Mike Bearden
Arnold Bearden
John Bennett
Scott Bentel
Linda Bease
Dana Bonney
James Christina
Joseph Davidson
Frances Caldwell
Lydia Davidson
Kristen Burns
Lauren J. Burns
Jack Fleming

Frank Gelzer - Equity Mgmt.

Charley Harper
Richmond Hammond
Sue Hiller

James Jarrett
Todd Jones

Gary Klimb

Nita Lawhorn
Karen Leak

Jerry Norman
Sharon Norman
John O'Keefe
Linda Parns

Greg Patton
Laura Pemberton

George and Frances Roberson

Laurie Shadle
Jan Simone
Keith Soulis

Michael Weiss -King & Spalding

Steve White
Teresa Wilson

US 411 Connector
Project EDS-500(5)

Bartow County
P.I. No. 661950

Address

30 Camden Woods Drive
317 E. Third Avenue
30 Bluebird Circle

82 Bearden Road

P. 0. Box 1433

3 Central Place

15 Spruce Street

14 Appling Way

3 Bristol Court

P. O. Box 1433

50 Churchill Downs
3731 Starboard Court
135 Tower Ridge Road
135 Tower Ridge Road
23 Magnolia Drive

2470 Windy Hill Road -Ste. 100

P. O. Box 2405

9 Saddle Trail

P. O. Box 1433

Shaw ind. - P. O. Box 428
16 Valley Drive

21 Russell Ridge

1949 Floyd Springs Road
51 Shinall Gaines Road
101 Mimosa Drive

101 Mimosa Drive

38 Freedom Drive
5355 Highway 20

909 Road 1 South

16 Pine Oak Centr

999 Grassdale Road
25 Trotters Walk

P. O. Box 267

12 Honey Locust Court
1180 Peachtree Street
53 Flat Road Road

174 Cline Smith Road
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City
Cartersville, GA 30121
Rome, GA 30161
White, GA 30184
Cartersville, GA 30120
Rome, GA 30161
Rome, GA 30161
White, GA 30184
Cartersville, GA 30121
Cartersville, GA 30120
Rome, GA 30162
Cartersville, GA 30121
Acworth, GA 30102
Cartersville, GA 30121
Cartersville, GA 30121
Cartersville, GA 30120
Marietta, GA 30067
Cartersville, GA 30120
Rome, GA 30161
Rome, GA 30167
Cartersville, GA 30120
Cartersville, GA 30120
Euharlee, GA 30145
Archee, GA 30105
Cartersville, GA 30121
Rome, GA 30161
Rome, GA 30161
Cartersville, GA 30121
Cartersville, GA 30120
Cartersville, GA 30120
Cartersville, GA 30121
Cartersville, GA 30121
Cartersville, GA 30121
White, GA 30184
Cartersville, GA 30121
Atlanta, GA 30309
Rome, GA 30161
Cartersville, GA 30121



Jimmy Wilson
Tiffany Morgan
Bevan Flavin
John Bobo
Arnold Bearden
Janet Byington
Kirk Milam

Sam Freeman
Mike Sakmar
Buzz Wachsteter
‘Curtis Hart

Bill McMullen
Douglas Berg
Toni Kirk
Nathan Sanders

" Chris Daniel

Donald J. Bell

174 Cline Smith Road
22 Gray Road

39 CJ Drive

25 Wellington Drive
82 Bearden Road

104 Fieldwood Road
317 E. Third Avenue
105 West Eighth Avenue
33 Ranger Road

P. O. Box 1433

228 Parkview Drive
36 Westchester Drive
23 Spruce Street

28 Trotters Walk

312 Mt. Chase Drive
11 Hawks Farm Road
23 Stonebreak Drive

Cartersville, GA 30121
Cartersville, GA 30121
Euharlee, GA 30145
Cartersville, GA 30121
Cartersville, GA 30121
Rome, GA 30161
Rome, GA 30161
Rome, GA 30161
Cartersville, GA 30121
Rome, GA 30162
Cartersville, GA 30120
Cartersville, GA 30120
White, GA 30184
Cartersville, GA 30120
Cartersville, GA 30120
White, GA 30184
Rome, GA 30165
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Department of Transportation

GENA L. ABRAHAM, Ph.D. State of Georgia BUDDY GRATTON, P.E.
COMMISSIONER : DEPUTY COMMISSIONER
(404) 656-5206 #2 Capitol Square, S.W. (404) 656-5206
_ Atlanta, Georgia 30334-1002
GERALD M. ROSS, P.E. : EARL L. MAHFUZ
CHIEF ENGINEER TREASURER
(404) 656-5277 (404) 656-5224
May 2, 2008

Subject: US 411 Connector Citizen Advisory Committee
Dear Mr. Bagwell:

Thank you for your participation as a member of the Citizen Advisory Committee for the US 411 Connector project. The
CAC has served an important advisory role in the development and outcome of this project, and your efforts are appreciated.
Since the start of the project there have been six meetings of the CAC held at various stages of the planning process. We
hope these meetings have provided ample opportunity for you to participate in the process. Questions asked and inputs
provided in these meetings have been instrumental in shaping the project.

A summary of the sixth CAC meeting is attached for your reference. As requested at the meeting a copy of the cost/benefit
salculation form used by GDOT has also been included. There may be additional opportunities for CAC input during the
lesign phase of the project, which is ongoing.

As discussed at the sixth CAC meeting, the next step in the overall process is the issuance of the Record of Decision by
“HWA as to whether Alternative D-VE is the Selected Alternative. Assuming that Alternative D-VE is selected,
withorization for the purchase of right-of-way will be made, and actual right-of-way purchase can begin, concurrent with the
yreparation of final construction plans.

hope that you have enjoyed participating in the planning process of the US 411 Connector project. If you have any

|uestions or require additional information, please feel free to contact Amber Perkins of my staff at (404)699-3473 or
perkins@dot.ga.gov or Rich Williams at (404) 699-4438 or rwilliams@dot.ga.gov.

Sincerely,

Glenn Bowman, P.E.
State Environment/Location Engineer



*Db (hrs)

ADT

Tb ($s) ... $0.00
Db (hrs) 0

% Truck Traffic

ADT 0.00

CMb $0.00_

ADT 0.00
Fb ($s) $0.00
Total Congestion Benefit $0.00

Total Project Cost

BicCRato = .

*Reduction in delay or Delay Benefit-(D,) can be
defined as the difference between the peak hour
travel time through the corridor without the
proposed improvement and the peak hour travel
time through the corridor with the proposed
improvement.

Db is the difference in travel time (in hrs) through the corridor with and without the improvement using 20 yr projected tfa

ADT

The 20 yr Average Daily Traffic for the Project
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